
WELDING:

Specifications.
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Drill holes, plugs and

ILLUMINATED SIGNS ONLY.

AXIS OF SIGN. REQUIRED ON
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CAP SCREWS

FOR �" Ø

DRILL AND TAP

3�"
All welding continuous unless otherwise

done in accordance with the Standard

noted on the plans. All welding to be

  dimensions normal to axis of sign.

1. Footing shall be placed with long

out of plumb with the use of leveling nuts to

2. On single post signs the post shall be raked
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make the bottom of the sign panel level.

SEE STANDARD PLAN ES-15C.

APPROACHING TRAFFIC.

SIGN PANEL AXIS AWAY FROM

PIPE PLUGS. PLACE PERPENDICULAR TO

CHASE NIPPLE AND PLUG WITH RECESSED

WELD OR DRILL AND TAP FOR 1�" 

SAME SIDE AS SIGN FACE.

RECESSED PIPE PLUG.
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  for 2�" Ø bolts.
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CJP

POST

BASE PLATE

ANCHOR BOLTS

BOLT Ø

FOR SIDE BOLTS

ANCHOR ´

CIDH PIPE FOUNDATION

CLIP OUTSIDE CORNERS FOR

1" Ø Max GALVANIZING

DRAIN HOLE, Typ �"

CLEAR OF BACKING RING

 RING

BACKING 

PIPE WALL

GUSSET ´

GROUND SMOOTH

WELD TERMINATION

BACKING RING

SEE DETAIL A

GUSSET ´

GROUND SMOOTH

WELD TERMINATION

BACKING RING

SEE DETAIL A
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WIDTH

BOLT DIAMETER

3" Ø HOLE

AXIS OF SIGN

3" Ø HOLE

GUSSET ´

BOLT DIAMETER + �"

SPACES

2 EQUAL

TO ARM CONNECTION

ANGLE AT BOTTOM POST

LOWER EDGE OF PLATE OR

BOLT HEAD

Hex NUT

PORTION FOR

THREAD LOWER

� HANDHOLE = � PIPE

POST WALL
GRIND EDGES SMOOTH, ROUGHNESS

OF EDGES NO GREATER THAN

1000 MICROINCHES

�" NEOPRENE GASKET

CEMENTED TO COVER ´

CONTOUR CONTACT EDGES OF

STRUCTURAL TUBING TO FIT

OUTSIDE DIAMETER OF PIPE

ELLIPTICAL HANDHOLE CUT OUT,

COVER PLATE NOT SHOWN

METHOD OPTIONAL

TACK WELD Hex NUT

STANDARD PLANS S34

Hex NUT, LEVELING NUT

AND WASHERS

8" AND GALVANIZE 1’-0"

ANCHOR BOLT - THREAD

TO AXIS OF SIGN

THICKNESS NORMAL

BAR 5" x 1"

ANCHOR BOLT

3"

TS 7 x 5 x � x 0’- 1�"

10 Ga THICK COVER ´

BAR 5" x 1"
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see Standard Plan ES-6B detail N.

3. 2�" Ø anchor bolts may be substituted
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�" x 1’-0", Typ
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DESIGN: 70 mph (fastest mile)

4. For drain holes and central void in mortar,

OVERHEAD SIGNS-LIGHTWEIGHT

POST DETAILS

S48
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GENERAL NOTES:
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SECTION B-B

6 NPS THRU 8 NPS POSTS 10 NPS THRU 14 NPS POSTS

SECTION C-C

DETAIL A

ANCHORAGE BOLTBASE PLATE DETAILS

POST TO BASE PLATE CONNECTION DETAILS GUSSET DETAIL

ANCHOR BOLT BAR DETAIL
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BAR CONNECTIONS
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THE STATE OF CALIFORNIA OR ITS OFFICERS

OR AGENTS SHALL NOT BE RESPONSIBLE FOR

COPIES OF THIS PLAN SHEET.

Stanley P. Johnson
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2
0
1
5
 

S
T

A
N

D
A

R
D
 

P
L

A
N
 

S
4
8

            

9-22-15

3-31-16

1
’
-
6
"
–

1
’
-
6
"
–

3
8
1

October 30, 2015


